














Removing the installed drives

Figure 1: Remove covers
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Removing the installed drives

Removing the internal hard
drive

1. Disconnect the two video cables from the PC carrier board. Move the cables
out of the way.

2. Remove the four screws at the corners of the hard disk drive mounting plate
that secure the mounting plate to the instrument.

3. Lift the hard disk drive mounting plate out of the instrument. Disconnect the
SATA cable from the hard disk drive.

4. Remove the four screws that secure the hard disk drive to the mounting plate.
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Installing new drive options

5. Place the removed hard drive in anti-static packaging and store it in a
protected location for possible future use or discard the drive.

NOTE. If you discard or recycle the removed drive, be sure to follow your
organization’s security protocols to ensure the destruction of sensitive data.

6. Reinstall the hard disk drive mounting plate in the chassis.

Installing new drive options
This sections describes how to install your new drive options.

Installing Option 56: Removable hard disk drive
To perform the following procedure you must have already removed option 59
from your instrument. (See page 5, Removing the internal hard drive (Option 59).)

1. Attach the removable hard drive to the removable hard disk drive bracket
(part number 407-5473-XX) with four screws (part number 211-1081-XX)
using a torque driver with a P1 tip. Tighten the screws to 4.0 in-lbs.

2. Attach the removable hard drive label to the removable hard drive bracket.
Start by centering one end of the label and making it flush with the bracket.
Make sure the label is correctly oriented with the bottom of the label aligned
with the bottom of the bracket.

3. Slide the removable hard disk drive assembly into the drive opening and
secure the hard drive with the two thumbscrews.
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Installing new drive options

4. Connect the SATA and power cable connector to the connector on the
removable hard drive.

5. Slide the SATA combo cable retention bracket (part number 407-5337-XX)
over the cable and secure the retention bracket with two screws (part number
211-1050-XX) using a torque driver with a T15 tip. Tighten the screws
to 4.0 in-lbs.

Reinstall top shield and
cosmetic covers

1. Place the instrument on its bottom feet.

2. Place the top shield on top of the instrument and reinstall the eighteen T15
Torx-head screws.

3. Place the instrument on its rear feet, so the front panel is facing up and the
top is toward you.

4. Place the top cover over the top of the instrument and slide it toward the
front panel. Make sure that the top cover wraps around the flanges on the
rear panel on all three sides.
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Installing new drive options

5. Reinstall the four T20 Torx-head screws (two on each side) near the front
edge of the top cover (next to the folding handles) that secure the top cover
to the instrument.

6. Rotate the instrument so the bottom faces you.

7. Place the bottom cover on the instrument, with the flip feet towards the front.

8. Align the four screw holes on each side in the top and bottom covers with the
holes in the chassis, and install eight T15 Torx-head screws, four on each
side. Torque these screws to 8.0 in/lb.

9. Position the plastic carrying handle and its bracket on the right side of the
instrument, and install the two T15 Torx-head screws that secure it in place.
Torque these screws to 8.0 in/lb.

This completes the upgrade to Option 56.

Installing Option 59: Internal hard drive
To perform the following procedure you must have already removed Option
56 from your instrument. (See page 4, Removing a removable hard disk drive
(Option 56).)

To install the internal hard drive:

1. Disconnect the video cables from the PC Carrier board and fold them over
the front of the instrument.

2. Remove the four screws that secure the HDD bracket to the chassis and
remove the bracket.
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Installing new drive options

3. Install four grommets (part number 348-1835-XX) on the HDD bracket as
shown.

4. Place the drive assembly (part number 850-0264-XX) onto the HDD bracket
so that the connector appears in the cutout in the HDD bracket. Secure
the drive assembly to the HDD bracket with four screws (part number
210-1543-XX) using a torque drive with a P1 tip. Tighten the screws to
4.0 in-lbs.
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Installing new drive options

5. Connect the HDD SATA cable to the drive assembly.

6. Place the drive assembly and HDD bracket on the chassis as shown. Secure
the HDD bracket to the chassis with four screws using a torque driver with a
T15 tip. Tighten these screws to 10 in/lb.
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Installing new drive options

7. Reconnect the smaller video cable to the PC Carrier board.

8. Reconnect the larger video cable to the PC Carrier board.

Reinstall top shield and
cosmetic covers

1. Place the instrument on its bottom feet.

2. Place the top shield on top of the instrument and reinstall the eighteen T15
Torx-head screws.

3. Place the instrument on its rear feet, so the front panel is facing up and the
top is toward you.

4. Place the top cover over the top of the instrument and slide it toward the
front panel. Make sure that the top cover wraps around the flanges on the
rear panel on all three sides.

5. Reinstall the four T20 Torx-head screws (two on each side) near the front
edge of the top cover (next to the folding handles) that secure the top cover
to the instrument.

6. Rotate the instrument so the bottom faces you.

7. Place the bottom cover on the instrument, with the flip feet towards the front.

8. Align the four screw holes on each side in the top and bottom covers with the
holes in the chassis, and install eight T15 Torx-head screws, four on each
side. Torque these screws to 8.0 in/lb.

9. Position the plastic carrying handle and its bracket on the right side of the
instrument, and install the two T15 Torx-head screws that secure it in place.
Torque these screws to 8.0 in/lb.

This completes the upgrade to Option 59.

Attach labels
Please attach all labels provided in this kit on the instrument’s rear panel.

Attach the product/option
label

Place the new product label over the existing label on the rear panel.
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Verify instrument software version

Verify instrument software version
Tektronix recommends to update to the latest available application software for
your instrument.

1. Select Help > About to check the software version.

2. Use your Web browser to go to: www.tektronix.com/software.

3. Search for your instrument’s model number and follow the link to the software.

4. If the installed software is older than that available, download the software.

5. Follow the instructions on the Web page to install the software.

■ End of Document ■
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