











Installation instructions

Installation instructions

This section contains all procedures needed to install the new Acquisition
Bandwidth option in SPECMONB Series instruments.

Minimum tool and equipment list

The following tools are required to for installation of this kit. All tools are
standard tools that are readily available.

Item
no. Name Description
1. Screwdriver Torque driver handle. Accepts 1/4-in. hex-head driver tips
handle
(magnetic)
2. T15 TORX TORX driver tip for T15 size screw heads
tip
3. T20 TORX TORX driver tip for T20 size screw heads
tip

These instructions are for qualified service personnel who are familiar
with servicing the product. If you need further details for disassembling or
reassembling the product, refer to the SPECMONB Series Real-Time Signal
Analyzers Service Manual, Tektronix part number 077-0909-XX.
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Installation instructions

Remove cosmetic covers and shield

A

NOTE. Right-side or left-side references in these instructions assume you are
viewing the instrument from the front panel.

WARNING. To avoid electric shock, switch off the instrument power, then
disconnect the power cord from the mains power. Failure to do so could result
in injury or death.

1. Remove the power cord.
2. Ifitis installed, pull the front protective cover off the instrument.

3. Remove the two T15 Torx-head screws that secure the plastic carrying handle
to the side of the instrument. (It is not necessary to remove the black metal
handles.) (See Figure 1.)

4. Remove four T15 Torx-head screws along each side that secure the top and
bottom covers to the instrument, and two T20 Torx-head screws near the front
edge of the top cover (next to the folding handles).

5. Remove the top cover (leave the bottom cover in place). Remove the top
cover by pulling straight back about 1 inch. Then pull the sides of the top
cover outward, flexing them slightly to clear the instrument chassis, and pull
it away from the instrument.

6. Remove the eighteen T15 Torx-head screws that secure the top shield to the
chassis and remove the shield.
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Installation instructions
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Figure 1: Removing covers
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Installation instructions

Remove the installed Acquisition Board

1. If Options 65, 66, or 6566 is installed (in Slot 3), the cables from this board to
the rear panel cross over the acquisition board. These need to be temporarily
disconnect to allow access to the acquisition board in Slot 1.

NOTE. Depending on the installed options, not all cables may be present.

= Disconnect the I and Q cables from the option board, and lay them over
the rear panel (if installed).

= Disconnect the ground cable from the option board (if installed).

= Disconnect the Zero Span cable from the option board (if installed).
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Figure 2: Disconnect Option 65, 66, 6566 cables
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Installation instructions

2. Disconnect the two SMA cable assemblies from the installed acquisition
board (in Slot 1). (See Figure 3.)
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Figure 3: Disconnect the two SMA cable assemblies

3. Remove the installed acquisition board from the instrument using the ejector
tabs. Place the board into a static-shielded bag for safe storage.
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Installation instructions

Install the new acquisition board

1. Install the new acquisition board, provided in the kit, into the slot from which
you removed the original acquisition board (Slot 1). Be careful not to bend
the pins on the Digital Interface board.

2. Reconnect the SMA cable to the connector on the back of the new acquisition
board (the side facing the front panel). (See Figure 4.)

A

Figure 4: Reconnecting the cable on the back of the acquisition board

3. Reconnect the SMA cable to the connector on the front of the new acquisition
board (the side facing the rear panel).
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Installation instructions

4. If Options 65, 66, or 6566 is installed, reconnect the cabling from this option
board, in Slot 3. (See Figure 2.)
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Figure 5: Option 65, 66, 6566 cables reinstalled
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Installation instructions

Reinstall top shield and cosmetic covers

1.
2.

Install option key

Place the instrument on its bottom feet.

Place the top shield on top of the instrument and reinstall the eighteen T15
Torx-head screws.

Place the instrument on its rear feet, so the front panel is facing up and the
top is toward you.

Place the top cover over the top of the instrument and slide it toward the
front panel. Make sure that the top cover wraps around the flanges on the
rear panel on all three sides.

Reinstall the four T20 Torx-head screws (two on each side) near the front
edge of the top cover (next to the folding handles) that secure the top cover to
the instrument. Torque these screws to 8.0 in/Ib.

Rotate the instrument so the bottom faces you.
Place the bottom cover on the instrument, with the flip feet towards the front.

Align the four screw holes on each side in the top and bottom covers with the
holes in the chassis, and install eight T15 Torx-head screws, four on each
side. Torque these screws to 8.0 in/lb.

Position the plastic carrying handle and its bracket on the right side of the
instrument, and install the two T15 Torx-head screws that secure it in place.
Torque these screws to 8.0 in/lb.

To activate your new option, you must enter a new option key.

1.

Power on the instrument.

NOTE. When the application launches, it will display an error message indicating
that the current option key does not support the new option hardware. Click
OK to clear the error message.

2.
3.

10

Select Tools > Install Upgrades... to start the upgrade installation process.

Click Continue from the Install Upgrades introduction screen.
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InstallUpgradeStart e e

Use this wizard to activate applications
and optional features for your
SPECMON26B Realtime Signal Analyzer.

To proceed, you wil need a valid Option
Instalation Key.

For information about available options,
or to make a purchase in Morth America,
call 1-800-833-9200. Worldwide, visit
wwrw. tektronoc.com to find contacts in
your area.

4. Enter the option key provided by Tektronix, and follow the on-screen
instructions to install the option.

P )

InstallUpgradeEnterkey E@

Product Inforrmation

SPECMONZ26B
Version: 3.2.0532
Serial Mumber: B0O10426

Current QOpftions

OFDM measurements (Opt 22)
Audio Analysis (Opt 10)

VLAN 802.11a/b/a/i/p Tx measurements (Opt 23)
WLAN 802.11n Tx measurements (Opt 24)

VLAN 802.11ac Tx measurements (Opt 25)

Current Option Installation Key:

Type your new Option Instaltion Key here to activate all functions you have

purchased:

5. Power off the instrument, then power back on.

6. Inthe Help menu, select About Tektronix Real-Time Analyzer.

7. Verify the new option is listed.
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Verify instrument software version

Attach labels

Please attach all labels provided in this kit on the instrument’s rear panel.

Attach the option key label ~ Place the new option key label over the existing label on the rear panel.

Attach the product/option  Place the new product label over the existing label on the rear panel.
label

Recalibrate the instrument

The installation of the options in this kit requires that the instrument be
recalibrated.

NOTE. Failure to perform a system calibration after installing this upgrade will
result in a “Data from Uncalibrated Instrument” warning on the display.

Verify instrument software version

Tektronix recommends to update to the latest available application software for
your instrument.

1. Select Help > About to check the software version.
Use your Web browser to go to: www.tektronix.com/software.
Search for your instrument’s model number and follow the link to the software.

If the installed software is older than that available, download the software.

Nk W

Follow the instructions on the Web page to install the software.

m End of Document m
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